
CONSEILS D´UTILISATIONS

Toutes motos, trails, motos tout terrain, cyclomoteurs… équipés de moteurs 2 temps de faible cylindrée.

Peut être utilisé avec les systèmes de graissage séparé ou par mélange. Convient pour tous les carburants avec et sans

plomb.

PROPRIÉTÉS

Color Visuel Green

Density at 20°C (68°F) ASTM D1298 0.879

Viscosity at 40°C (104°F) ASTM D445 77,9 mm²/s

Viscosity at 100°C (212°F) ASTM D445 9,9 mm²/s

Index ASTM D2270 107,0

Pour point ASTM D97 15,0 °C / -5,0 °F

Flash point ASTM D92 166,0 °C / 331,0 °F

TBN ASTM D2896 1,2 mg KOH/g

100 2T

Lubrifiant pour moteurs 2 Temps
Graissage séparé ou mélange
Minérale

We retain the right to modify the general characteristics of our products in order to offer to our customers the latest technical development.

Product specifications are definitive from the order which is subject to our general conditions of sale and warranty. Made in FRANCE

MOTUL - 119 Bd Félix Faure - 93303 - AUBERVILLIERS CEDEX - BP 94 - 33 1 48 11 70 00 - 33 1 48 33 28 79

motul.com
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